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ShoreTel ST100DA Voice Switch RJ-21X Port Pinout

When connecting an an STI00DA to a 24-port patch panel, the voice switch cight analog
channels map to ports on the patch panel as shown in the table below: The Power Fail
Transfer Unit provides an electrical connection between trunk channel 1 and the extension
on channel 12.

ZaNo. [1]2[3]&]5]6]7]8]dw0]w] 1213 ]15] 1] 9]
ZoaNe. [1] |2

PoaType [T[_[T

maNo. |26 272829 30| 31| 32| 33| 3035 36 37 38 39| 041

Pin pairs Assignment
126328 T loop start ports 1) for trunke.

17,42 19,44 2085 21,46 2247 2348 Six configurable ports (E) for telsphones or DID trunks.
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ShoreGear 30 Voice Switch RJ-21X Port Pinout

A0 RJ-21 telephone cable, vwired strsight through, sllows the ShoreGeax 30 Veice
Srwiteh to connect to & standard 1-port patch panel ox 12-port harmonica block.
When connecting to a 12-port patch panl, the voice switchi four snalog channels
‘map direcly to ports 1,2, 11, and 12 on the patch pancl. The Power Fail Trancher
‘Unit provides an cleetrical comnection betwee trusk channel 1 snd the extension on
chanmel 12.
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ShoreGear-40/8 Voice Switch RJ-21X Port Pinout

“The ShoreGear-40/8 Telco cable i custom wired to allow conection of the volce
switch 1o 2 standard 12-port paich panel or 12-port hammonica block. If you are:
connecting the ShoreGear-40/8 Volce Swich 1o a 24-port paich panel with a generic
RJ-21 cable, the voice switchs eight analog channels map to ports 3 through 12 on
the patch panel. (The Power Fail Transfer Unit provides an electrical connection.
between trunk channel + and the extension on channel 5

[ T ——

rerp—— R ——
nkpore 7. Guppors ng e oo

34 1055 1135 1257 o sveraon por @ o rieghones





image3.png
ShoreGear 220T1A Voice Switch RJ-21X Port Pinout
AnRJ-21 telephone cable, wired straight though, allows the ShoreGear 220T1A Voice
Switch to connect to a standard 12-port patch panel or 12-port harmonica block. When

connecting to a 24-port patch panel, the voice switchi six analog extension ports map to
ports 1 and 3 and portz 17, 19, 21, and 23 on the patch panel. The Power Fail Transfer
Unit provides an electrical connection between trunk channel 1 and the extension on.

Pin pairs J—
126 328 T loop start ports (T) for trunke.

17,42 19,44 21,46 2348 Four configurable ports ) for tslephones or DID trunks.





image4.png
ShoreGear 50 and 90 Voice Switch RJ-21X Port Pinout

A0 RJ-21 telephone cable, wired srsight throvgh, connets the ShoreGear 50 and 90
Neice awitches to & tandard 12-port patch panel or 12-port harmonica block.

'$G-90: When connecting s SG-90 to 3 24-port pateh pancl, the veice switchs twelve
nalog channels map to altermating port from port 1 through 23 on the patch pancl.
The Pover Fal Tensfer Unit provades an electrical conncetion betvween trunk chamnel
1 and the extension on channel 12.
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'$G-50: When connzcting an 5G-50 to a 24-port patch panel, the voice sviteh's six
nalog channels map to ports 1, 3.5, 7, 21, and 23 on the patch panel. The Power
Fail Tesnsfer Unit provides an clectrical connection beween trunk channel 1 and the
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ShoreTel STS0A and ST100A Voice Switch RJ-21X Port Pinout

ST100A: When connecting an STI00A to a 24-port patch panel, the voice switch
twwelve analog channels map to ports on the patch panel as shown in the table belos:.
The Power Fail Transfer Unit provides an electrical connection between trunk channel 1
and the extension on channel 12.

PnNo |1[2[3[4[5[6]7[8]9[10]11]12]13]14]15]16] 17|

wee [T Bl s

PnNo. |26|27|28(29(30(31|32|33|34| 35| 36| 37| 38| 39 40| 41) 42| 43| 44| 45| 46| 47| 48| 43| 0 |
e e

934 11,36 13,38 15,40

17,42 19,44 20452146 22472348 Six configurable ports (E) for tslephones or DID.
e,

ST50A: When connecting an ST50A to a 24-port patch pancl, the voice switchs
cight analog channels map to ports as shown in the table below: The Power Fail
Teansfer Unit provides an electrical connection between trunk channel 1 and the
extension on channel 12

PnNo |1[2[3[4[5[6]7[8]3][10]11]12]13]14]15]16] 1 2|
s R HEORLEnE:
e [ERET

PnNo. |26|27(28(29|30(31]|32|3334| 35| 36| 38[39| 40[ 41|42 43] 46(47| 48|
e e

174219.4421,8 2348 Four configurable ports (E) for telephonss or DID trunke.
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ShoreGear 120 and 24A Voice Switch RJ-21X Port Pinout
5G-120: When connected directly to a 24-port patch pancl, the voice switch’s 24
analog channels map to ports 1 through 24 on the patch panel. The Power Fail Transfer
Unit provides an clectrical connection between trunlk channel 8 and the extension on.
channel 9.
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5G-24A: When connected direetly to a 24-post patch panel, the voice switchs 24
analog channels map to ports 1 through 24 on the patch panel.
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